
lspci | grep -i net
00:12.0 Ethernet controller: VIA Technologies, Inc. VT6102 [Rhine-II] (rev 74)
02:00.0 Network controller: Broadcom Corporation BCM4306 802.11b/g Wireless LAN
Controller (rev 03)

cat /etc/network/interfaces
auto lo
iface lo inet loopback

address 192.168.2.111
netmask 255.255.255.0
gateway 192.168.2.22

address 192.168.2.222
netmask 255.255.255.0
gateway 192.168.2.22
wireless-essid LinkSys

iface eth1 inet static
address 192.168.2.111
netmask 255.255.255.0
gateway 192.168.2.22

auto eth1

iface wlan0 inet static
address 192.168.2.222
netmask 255.255.255.0
gateway 192.168.2.22
wpa-driver wext
wpa-key-mgmt WPA-PSK
wpa-proto WPA
wpa-ssid LinkSys

auto wlan0
auto eth0
iface eth0 inet static
        address 192.168.2.111
        netmask 255.255.255.0
        gateway 192.168.2.22



cat /etc/hosts
127.0.0.1 localhost
127.0.1.1 amilo-laptop

# The following lines are desirable for IPv6 capable hosts
::1 ip6-localhost ip6-loopback
fe00::0 ip6-localnet
ff00::0 ip6-mcastprefix
ff02::1 ip6-allnodes
ff02::2 ip6-allrouters
ff02::3 ip6-allhosts

cat /etc/resolv.conf
nameserver 192.168.2.22

ifconfig
eth0      Link encap:Ethernet  Hardware Adresse 00:40:ca:d6:6d:36
          inet6-Adresse: fe80::240:caff:fed6:6d36/64 Gültigkeitsbereich:Verbindung
          UP BROADCAST RUNNING MULTICAST  MTU:1500  Metrik:1
          RX packets:521 errors:0 dropped:0 overruns:0 frame:0
          TX packets:6 errors:0 dropped:0 overruns:0 carrier:0
          Kollisionen:0 Sendewarteschlangenlänge:1000
          RX bytes:32002 (31.2 KB)  TX bytes:468 (468.0 B)
          Interrupt:7 Basisadresse:0x6400

wlan0     Link encap:Ethernet  Hardware Adresse 00:03:c9:3c:83:c4
          UP BROADCAST MULTICAST  MTU:1500  Metrik:1
          RX packets:0 errors:0 dropped:0 overruns:0 frame:0
          TX packets:0 errors:0 dropped:0 overruns:0 carrier:0
          Kollisionen:0 Sendewarteschlangenlänge:1000
          RX bytes:0 (0.0 B)  TX bytes:0 (0.0 B)
          Interrupt:10 Speicher:44000000-44002000

lsmod > lsmod.txt

lsmod.txt:

Module                   Size   Used  by
binfmt_misc             12808   1
rfcomm                  41744   2
l2cap                   25728   13  rfcomm
bluetooth              61156  4 rfcomm,l2cap
ipv6                   267780   8
ppdev                   10372   0
acpi_cpufreq           10796  0
cpufreq_userspace       5284  0
cpufreq_conservative     8712  0
cpufreq_ondemand        9740  1



cpufreq_stats           7104  0
freq_table              5536  3 acpi_cpufreq,cpufreq_ondemand,cpufreq_stats
cpufreq_powersave       2688  0
container                5632   0
sbs                     15112   0
sbshc                    7680   1  sbs
dock                    11280   0
iptable_filter          3840  0
ip_tables              14820  1 iptable_filter
x_tables               16132  1 ip_tables
parport_pc              36260   0
lp                      12324   0
parport                37832  3 ppdev,parport_pc,lp
joydev                  13120   0
ndiswrapper           192920  0
pcmcia                  40876   0
snd_via82xx             29464   3
gameport               16008  1 snd_via82xx
snd_pcm_oss             42144   0
snd_mixer_oss          17920  1 snd_pcm_oss
evdev                   13056   6
snd_via82xx_modem      16264  0
snd_ac97_codec        101028  2 snd_via82xx,snd_via82xx_modem
ac97_bus                3072  1 snd_ac97_codec
snd_pcm                 78596   4
snd_via82xx,snd_pcm_oss,snd_via82xx_modem,snd_ac97_codec
snd_mpu401_uart         9728  1 snd_via82xx
serio_raw                7940   0
snd_seq_dummy           4868  0
psmouse                 40336   0
pcspkr                   4224   0
video                   19856   0
output                   4736   1  video
snd_seq_oss            35584  0
snd_seq_midi             9376   0
snd_rawmidi            25760  2 snd_mpu401_uart,snd_seq_midi
snd_seq_midi_event      8320  2 snd_seq_oss,snd_seq_midi
snd_seq                 54224   6
snd_seq_dummy,snd_seq_oss,snd_seq_midi,snd_seq_midi_event
snd_timer              24836  2 snd_pcm,snd_seq
snd_seq_device          9612  5
snd_seq_dummy,snd_seq_oss,snd_seq_midi,snd_rawmidi,snd_seq
via_ircc                27796   0
snd                     56996   19
snd_via82xx,snd_pcm_oss,snd_mixer_oss,snd_via82xx_modem,snd_ac97_codec,snd_pcm,s
nd_mpu401_uart,snd_seq_dummy,snd_seq_oss,snd_rawmidi,snd_seq,snd_timer,snd_seq_de
vice
irda                   203068   1  via_ircc
snd_page_alloc         11400  3 snd_via82xx,snd_via82xx_modem,snd_pcm
soundcore                8800   1  snd
crc_ccitt                3072   1  irda



battery                 14212   0
ac                       6916   0
button                   9232   0
i2c_viapro               9876   0
i2c_core               24832  1 i2c_viapro
yenta_socket            27276   2
rsrc_nonstatic         13696  1 yenta_socket
shpchp                  34452   0
pcmcia_core            40596  3 pcmcia,yenta_socket,rsrc_nonstatic
via_agp                 11136   1
pci_hotplug            30880  1 shpchp
agpgart                34760  1 via_agp
ext3                   136712   1
jbd                     48404   1  ext3
mbcache                  9600   1  ext3
loop                    18948   2
usbhid                  31872   0
hid                     38784   1  usbhid
sg                      36880   0
sr_mod                  17956   0
cdrom                   37408   1  sr_mod
sd_mod                  30720   3
ata_generic              8324   0
pata_acpi                8320   0
pata_via                13316   2
via_rhine               26632   0
mii                      6400   1  via_rhine
libata                159344  3 ata_generic,pata_acpi,pata_via
ehci_hcd                37900   0
uhci_hcd                27024   0
scsi_mod              151436  4 sg,sr_mod,sd_mod,libata
usbcore               146028  5 ndiswrapper,usbhid,ehci_hcd,uhci_hcd
thermal                 16796   0
processor              36872  3 acpi_cpufreq,thermal
fan                      5636   0
fbcon                   42912   0
tileblit                 3456   1  fbcon
font                     9472   1  fbcon
bitblit                  6784   1  fbcon
softcursor               3072   1  bitblit
fuse                    50708   7


